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63818

DOUBLE INSULATED FLEXIBLE LSZH
(LOW SMOKE ZERO HALOGEN) CABLE

STANDARDS : GEN TO BS 7211:2012+A1:2020 /
EC 60502-1:2021

TECHNICALDATA:

Max. Operating Temperature:-5C to +90C
Rated Voltage:

450/750 V:15 mm2to 35 mn?

600/1000 V : 50 mm?to 240 min?

Declared Performance:

Dca (EN 5057522014/ A1:2016 )

Low Smoke Zero Halogen according to IEC/EN 60754-1/2,
EC/EN 61034-2 Flame Retardant according to IEC/EN 60332-1-2

CONSTRUCTION:

CONDUCTOR
BS 60228 Class 5 Flexible Copyper

INSULATION
XLPE (GP8)
SHEATH
HFFR (LTS 2)




63818

SIZE MEAN OVERALL | CURRENT CARRYING | CONDUCTOR APPROXIMATE
(mm? DIAMETER CAP(%:ITY RESISTANCE WEIGHT
(mm) (Ohm/km) (kg/km)

6381B

1x15 4.5 2] 13.3 3l

1x25 49 35 7.98 4]

1x4 5.7 47 4.95 538

1x6 6.2 59 3.3 382

1x10 Tl 8] 1.91 12]

1X16 82 107 1.2] 77

1x 25 10.3 144 0./8 2606

1x3b 11.5 176 0.554 363

1 x50 14 214 0.386 530

1x70 16.3 270 0272 720

1 X 95 18.2 334 0.206 965

1 X120 204 389 0.161 1185

1 X150 22.] 446 0.129 1470

1x185 24.3 B13 0.106 1792

1x 240 27.X o2l 0.0801 2297

APPLICATION

Power applications where

flexibility is required. Provides
durability up to +90 degrees.

LOow Smoke emission in case

+90 258 371 0030

of fire.

REGULATORY COMPLIANCE

This cable is compliant

with European Regulation
EN 50575, the Construction

Products Regulation.

export@cmkkablo.com

www.cmkkablo.com

Core Color:Grey, Brown,
Blue or Any Color

COREIDENTIFICATION

Sheath Color: Grey,

Brown, Blue or Any Color

Hacieyuplu, Akca Cd. No: 157,

20050 Merkezefendi / Denizli Turkiye




