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CABLE

CMK KABLO ELEKTRIK
SAN. iC VE DIS TiC. LTD. STI

ROHS CONFORMITY DECLARATION
CMK KABLO ELEKTRIK SAN. i¢ VE DIS TiC. LTD. $TI.
Hacieyiiplii mah. Akga cad. No: 157 Ugler / Denizli / TURKIYE

We declare that the cables given below the cable type and standard are manufactured to meet the directive
2011/65 / EC-ROHS2 and that the conductors and insulating materials used do not contain the following upper limit

value written materials.

Cd Cadmium % 0.01 ppm
Hg Mercury (Civa) %0.1 ppm
Crt+6 Chromium VI %0.1 ppm
PBB Polybrominated Biphenyls %0.1 ppm
PBDE Polybrominated Biphenyls Ethers %0.1 ppm
Pb Lead (Kursun) %0.1 ppm

Cable type: Polyvinyl chloride insulated and sheathed flexible cables.
HO3VV-F, HO3VVH2-F, HOSVV-F, HO5VVH2-F, AOSVV-F

CU/PVC/PVC

BS EN 50525-2-11

Cable type: Polyvinyl chloride insulated, single-core installation cables with rated voltage up to 450/750 V
HOSV-U , HOSV-R, HO5V-K, HO7V-K , HO7V-U , HO7V-R

Cu/pvC

BS EN 50525-2-31

Cable type: Special polyvinyl chloride insulation and sheathed, cold-resistant flexible cables
Arctic Grade Kablolar

CU/PVC/PVC
BS 6004:2012

Cable type: Flat Twin & Earth 6242Y -6243Y type installation cables with polyvinyl chloride insulated and sheathed

6242Y , 6243Y
CU/PVC/PVC
BS 6004:2012

Cable type: Polyvinyl chloride insulated and sheathed, double insulated single-core installation cables

6181Y
CU/PVC/PVC
BS 6004:2012
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CMK KABLO ELEKTRIK
SAN. iC VE DIS TiC. LTD. STI

6- Cable type: Special Polyvinyl chloride insulated and sheathed, 90 ° C resistant flexible cables
HO3V2V2-F, HO3V2V2H2-F, HO5V2V2-F, HO5V2V2H2-F
CU/PVC/PVC
BS EN 50525-2-11

7- Cable type: Halogen Free and Unshielded Single Core Cable with Low Smoke Emission for Fixed Connections.
HO7Z-U, HO7Z-R, HO7Z-K, HO5Z-K
CU/XL-HFFR
BS EN 50525-3-41

8- Cable type: Polyvinyl chloride insulated, Rated voltage max. 450/750 V, sheathed cables for fixed installation.
NYM
CU/PVC/PVC
TSHD 21.4S2

9- Cable type: Insulated polyvinyl chloride, 0.6 / 1 kV, Sheathed power cables for fixed installation.
NYY

CU/PVC/PVC
TS IEC 60502-1

10- Cable type: Polyvinyl chloride insulated and sheathed flat cables.
LOW VOLTAGE 2x2 mm2
CU/PVC/PVC
TS IEC 60502-1

11- Cable type: Halogen free, thermoplastic insulated, low smoke emission flexible cables..
H05Z1Z1-F
CU/HFFR/HFFR
TS EN 50525-3-11
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Ref: SGS TEST REPORT - Job No./Report No TR1052842 - Date:28 December 2016
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