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CABLE

CMK KABLO ELEKTRIK SAN. iC VE DIS TiC. LTD. STi.

DECLARATION OF PERFORMANCE (DoP)

Doc. No: CMK-UKCA-026

Unique identification code of the product-type: H1Z22Z2-K SOLAR CABLE

EN 50618:2014 CORR 1:2015 AND IEC 62930:2017

H1z272-K SOLAR CABLE (1,5 mm?— 50 mm?)

Intended use/es: A solar cable is the interconnection cable used in photovoltaic power
generation and interconnect solar panels and other electrical components of

a photovoltaic system. They are designed to be UV resistant and weather resistant. They

can be used within a large temperature range.

Manufacturer: CMK KABLO ELEKTRIK SAN. iC VE DIS TiC. LTD. STi.
Hacieyiiplii Neighbourhood. Akga Street. No:157 Merkezefendi/Denizli/TURKEY
System/s of AVCP: System 3

Harmonized standard: EN 50575:2014+A1:2016

Notified body: 2661

Dangerous substances: NPD
The performance of the product identified above is in conformity with the set of declared
performance/s. This declaration of performance is issued, in accordance with Regulation
2019 (EU Exit) S.1. 2019/465 ,under the sole responsibility of the manufacturer identified
above.

Signed for and on behalf of the manufacturer by:

Alim BAYDERE
Quality System Manager
12/12/2022
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Adress  : Hacieyiiplii Neighbourhood. Akga Street. No:157 Merkezefendi / Denizli / TURKIYE

Phone :+90258-3710030 (Pbx) Fax : +90 258 — 372 00 14
Web . http://www.cmkkablo.com e-mail ; info@cmkkablo.com
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http://www.cmkkablo.com/
https://en.wikipedia.org/wiki/Electrical_cable
https://en.wikipedia.org/wiki/Photovoltaic
https://en.wikipedia.org/wiki/Solar_panels
https://en.wikipedia.org/wiki/Photovoltaic_system
https://en.wikipedia.org/wiki/UV
https://en.wikipedia.org/wiki/Weather

